


Water Conditioning

Since 1928

RAUNE DEAH

{CRILS

Water Softener / Conditioner

STANDARD FEATURES

Metered efficiency

24 \olt system for safety
(Transformer included)

Nory! by-pass valve

Large salt opening
Corrosion-resistant brine tank

SPECIFICATIONS

Operating Pressure Range:
Operating Temperature Range:
Electrical Requirements:
Operating Voltage:
Service Flow Rate:
Softening Capacity Maximum (Grains)
Softening Capacity Efficiency (Grains)
Clear Water Ferrous Iron

Removal Capacity (PPM):
Maximum Hardness Range (GPG):
Salt Dosage Efficiency - Pounds:
Salt Storage Pounds:
Valve, Type:
Valve, Size Inlet/Outlet (Inches):
Valve, Drain Size (Inches):
Valve, Body Material:
Valve, Internal Component Material:
Valve, External Component:
Pressure Vessel Type:
Pressure Vessel (Size Inches):
Distribution, Upper:
Distribution, Lower:
Media Type:
Media Quantity (Cubic Feet):
Shipping Weight (pounds):
Operating Weight (pounds)
Space Requirements (HxDxW):

DIA-1250

30psi - 120psi
40°F - 110°F
120 Volt
24 Volt
11 gpm
40,000
20,000

5
70
5
150
Electronic Demand
¥ to1 W
%" PVC, Barb
Noryl
Teflon Coated Brass
Noryl
Wound Fiberglass
10 X 35
Diffuser
High Flow
High Capacity Resin
1.25
126
Aprox: 528
45"x22°x13"

THE RAYNE DEALER

Since 1928 Rayne Dealers have been solving water problems with state-of-
the-art equipment. As a Rayne customer you'll feel confident with their
expertise, reliability and superior service.

Your Rayne Dealer:
Rayne Limited Lifetime Warranty

(see warranty card for full details) Boyett Family Rayne water Conditioning

38 East 5th Avenue
Mesa, Arizona 85210
http://www.azh2o. com

ST (480) 969-7251

Corporation
3775 Market Street 2nd Floor
Ventura, CA 93003
‘www.raynewater.com
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